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- CURBFLASHING S website: www.curbs-plus.com
PROJECT NAME:

Sl ROOF MEMBRANE. CITY, STATE:

', CURBFLANGE IS TYPICALLY —~_

- WELDED OR MECHANICALLY. = ™\~ CUSTOMER:

'FASTENED TO THE STRUCTURAL ~ JOB NUMBER

'STEEL AT 3"ON GENTER.
B Ty ROOF DECK. CPC-3 {Insulated) Conventional Reof Curb

STANDARD FEATURES

1. 18 Ga. Prime Galvanized Sleel Conslruction,

2. Fully Welded Walertight One-plece Conslruction,
3, Prime Painted after Fabricalion.

4. Pressure Treated 2x2 Wood Nailer.

5. 1 12" Thick, 3% Density Fiberglass Instfation.

B. Internal Angie Reinforcing.

INSULATION.

OPTIONS
NOTE: OUR MODEL CPC-3 CURBS ARE '
STRUCTUAL & ARE SELF SUPPORTING '
BETWEEN JOISTS. ROOF JOIST.
11" —»I' 1‘-

1, UPON RECEIVING THE NEW ROOF CURB, INSPECT IT FOR ANY DAMAGE THAT MAY AFFECT THE STRUCTUAL INTEGRITY OF

THE CURB. (SUCH AS DEFORMATIONS OR BROKEN WELDS)

2.LOCATE THE CURB ON THE SUPPORT STRUCTURE AND ATTACH AS REQUIRED BY LOCAL CODE/ENGINEER. INSULATION

3.ATTACH THE ROOF DECK TO THE CURB FLANGE AS REQUIRED BY LOCAL CODE/ENGINEER,

4.INSTALL THE ROOF INSULATION AND FELTS/MEMBRANE PER THE MANUFACTURES SPECIFICATIONS.

>

SECTION VIEW
Note; -Design subject to change without notice. File Name:CPC-3 INSTALL INSTRUCTIONS ©2003 Curbs F’Ius, Inc.




CURB FLANGE IS TYPICALLY
MECHANICALLY FASTENED TC THE
CONCRETE AT 3" ON CENTER.

LIGHT WEIGHT CONCRETE.

ROOF DECK.

ROOCF JOIST,

1. UPON RECEIVING THE NEW ROOF CURB, INSPECT IT FOR ANY DAMAGE THAT MAY AFFECT THE STRUCTUAL INTEGRITY OF
THE CURB. (SUCH AS DEFORMATIONS OR BROKEN WELDS)

2.LOCATE THE CURB ON THE SUPPORT STRUCTURE AND ATTACH AS REQUIRED BY LOCAL CODE/ENGINEER.
3.ATTACH THE CURB FLANGE TO CONCRETE AS REQUIRED BY LOCAL CODE/ENGINEER.

4.INSTALL THE ROOF INSULATION AND FELTS/MEMBRANE PER THE MANUFACTURES SPECIFICATIONS.

Drawing Date: REV: 001 Approved By:
CurBss PLUS, INC.
1200 Cariine Rd.
CPC-3 ROOF CURB. Rossville, GA 30741

Phone:{706) 858-1188
Fax: (706) 866-2338
website: www.curbs-plus.com

PROJECT NAME:
CITY, STATE:
CUSTOMER:

JOB NUMBER

CPC-3 {Insulated) Conventioral Roof Curb

STANDARD FEATURES

1. 1B Ga, Prime Galvanized Steel Conslruction,

2, Fully Welded Walertigh! One-piece Construction.
3, Prims Pzinted after Fabrication.

4. Pressure Treated 2x2 Wood Nafler.

5.1 142% Thick, 34 Denslty Fiberglass insulation.

6. Inernal Angle Resnforcing,

OPTIONS
1.

2.

T

INSULATION

‘l_ 14" MIN ‘J’

o

SECTION VIEW

Note: 5esign subject to change without notice. File Name:CPC-3 CONCRETE INSTALL INSTRUCTIONS

©2003 Gurbs Bius, Inc.
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O e, ROOF MEMBRANE.
7 CURB FLANGE IS TYPICALLY ~_ - LU

© 1 WELDED OR MECHANICALLY '+ N\
FASTENED TO THE STRUCTURAL =

PROJECT NAME:
CITY, STATE:
CUSTOMER:

JOB NUMBER

S 2 .u E.
STEEL AT_?_ ONCENT R ROOF DECK.

NOTE: OUR MODEL CPC-4 CURBS
REQUIRE FULL PERIMETER

STRUCTUAL SUPPORT. ROOF JOIST.

CPC-4 Conventional Roof Curb

STANDARD FEATURES

1. 18 Ga. Prime Galvanized Steel Construction.

2, Fully Welded Watertight One-piece Construction,
3. Prime Painted after Fabrication,

4, Pressure Treated 1x4 Wood Naiter,

5. No Insitation.

8.

OPTIONS
1.

2.

1. UPON RECEIVING THE NEW ROOF CURB, INSPECT IT FOR ANY DAMAGE THAT MAY AFFECT THE STRUCTUAL INTEGRITY OF
THE CURE. (SUCH AS DEFORMATIONS OR BROKEN WELDS)

2LOCATE THE CURB ON THE SUPPORT STRUCTURE AND ATTACH AS REQUIRED BY LOCAL CODE/ENGINEER.
3. ATTACH THE ROOF DECK TO THE CURB FLANGE AS REQUIRED BY LOCAL CODE/ENGINEER.

4.INSTALL THE ROOF INSULATION AND FELTS/MEMBRANE PER THE MANUFACTURES SPECIFICATIONS,

T

1 —T -
[

14" MIN

—

1

ok

SECTION VIEW

Note: E-Jesign subject to change without notice. File Name:CPC-4 INSTALL INSTRUCTIONS

©2003 Curbs Plus, Inc,
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NOTE: OUR MODEL CPC-4 CURBS
REQUIRE FULL PERIMETER
STRUCTUAL SUPPORT.

1. UPON RECEIVING THE NEW ROQF CURB, INSPECT IT FOR ANY DAMAGE THAT MAY AFFECT THE STRUCTUAL INTEGRITY OF

THE CURB. (SUCH AS DEFORMATIONS OR BROKEN WELDS)

2.LOCATE THE CURB ON THE SUPPORT STRUCTURE AND ATTACH AS REQUIRED BY LOCAL CODE/ENGINEER,

CPC-4 ROOF CURB.

WOOD NAILER

\ CONCRETE PAD

CURB FLANGE IS TYPICALLY
MECHANICALLY FASTENED TO
THE CONCRETE PAD ON 3" ON CENTER.

CurBs PLus, INC.
1200 Carline Rd.

Rossville, GA 30741
Phone:(706) 858-1188

Fax: (706) B66-2339

website: www.curbs-plus.com

PROJECT NAME:
CITY, STATE:
CUSTOMER:

JOB NUMBER

CPC-4 Conventional Roof Curb

STANDARD FEATURES

1. 18 Ga. Prime Galvanized Steel Construclion,

2, Fully Welded Waledighl One-plece Construction.
3. Piime Painted after Fabrication,

4, Pressure Treated 134 Wood Nafler.

5. No Insulation.

6.

OPTIONS
1.

2
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SECTION VIEW

ofe: Design subject to change without notice. File Name:CPC-4 INSTALL INSTRUCTIONS CONCRETE PAD
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