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Skylights and Daylighting Systems

DOUBLE GLAZED LENS:

1: CLEAR PRISMATIC POLYCARBONATE
2: WHITE PRISMATIC POLYCARBONATE BEAD & SMOKE VENT FRAME CONSTRUCTION:
6000 SERIES EXTRUDED ALUMINUM

MILL FINISH

CAULKED SEALANT
(ALL AROUND AND BETWEEN
EACH CONTACT SURFACE)

-Customer Cut Sheet-

HINGE PLATE ] % Notes:
L S=r—] —

HINGE BLOCK

Q%:ﬂ&ﬂj FUSIBLE LINK O & PIVOT POINT
o J_‘ CURB FRAME
PRE-INSTALLED
FOAM CURB SEAL
INSULATED THERMAL = ===
BREAK
FALL PROTECTION NOT PROVIDED INSTALLATION SCREWS:
(AVAILABLE SEPARATELY) INSULATION #12 X 1.5" HWH SS
W/ NEO WASHER
(INCLUDED A/R)
. CURB UNFINISHED 0O.D.: 51-1/4" X 99-1/4" |
SMOKE VENT NET FRAME 1.D.: 52-1/4" X 100-1/4" -
CURB NOT PROVIDED
BY SUNOPTICS

1-1/4" INTERIOR RELEASE
PULL RING

NOTE:

INSTALLING CONTRACTOR TO INSURE (E) CURB(S) ARE OF
PROPER DIMENSIONS AND OF SOUND CONSTRUCTION PRIOR
TO SMOKE VENT INSTALLATION.

2022 Sunoptics, Inc. The
information contained in these materials
is proprietary, and may not be used,
reproduced or distributed without the
express written permission of AES
Sunoptics, Inc.

Item Nomenclature:

SSVT-4080-
C2W2-30-360-UL

BY APPROVING THIS DOCUMENT IT IS

UNDERSTOOD THAT THE INFORMATION I .

SHOWN IS ACCURATE TO PROCEED L 1 ——
SIGNATURE PROFILE Title:

(EXAMPLE ONLY) 4080 MODEL 870B SMOKE VENT

APPROVED BY::sin: / pRINT: DATE: 360 DEGREE FUSIBLE LINK

*TO AVOID DELAYS, RETURN APPROVED CUT SHEET TO SunopticsCustomerCare@AcuityBrands.com TO FACILITATE ORDER PLACEMENT.




CAULKED SEALANT
(ALL AROUND AND BETWEEN
EACH CONTACT SURFACE)

1/2" SPRING STEEL 0
TORSION BAR
ZINC PLATED

1O
PRE-INSTALLED
FOAM CURB SEAL

DOUBLE GLAZED LENS:
1. CLEAR PRISMATIC POLYCARBONATE
2: WHITE PRISMATIC POLYCARBONATE

/MULLION

STABILUS STAB-O-SHOCK
SMOKE VENT DAMPER

BEAD & SMOKE VENT FRAME CONSTRUCTION:
6000 SERIES EXTRUDED ALUMINUM
MILL FINISH

|
%» INSULATED THERMAL

STAINLESS STEELJ
HARDWARE (TYP.)

BREAK

FALL PROTECTION NOT PROVIDED FUSIBLE LINK
(AVAILABLE SEPARATELY)

CURB NOT PROVIDED
BY SUNOPTICS

NOTE:

TO SMOKE VENT INSTALLATION.

INSTALLING CONTRACTOR TO INSURE (E) CURB(S) ARE OF
PROPER DIMENSIONS AND OF SOUND CONSTRUCTION PRIOR

BY APPROVING THIS DOCUMENT IT IS
UNDERSTOOD THAT THE INFORMATION
SHOWN IS ACCURATE TO PROCEED

APPROVED BY::sien: / PRINT:

*TO AVOID DELAYS, RETURN APPROVED CUT SHEET TO SunopticsCustomerCare@AcuityBrands.com TO FACILITATE ORDER PLACEMENT.

CURB UNFINISHED O.D.: 51-1/4" X 99-1/4"
SMOKE VENT NET FRAME I.D.: 52-1/4" X 100-1/4"

INSTALLATION SCREWS:
#12 X 1.5" HWH SS

W/ NEO WASHER
(INCLUDED A/R)

3" EXT.
RELEASE
PULL RING

1-1/4" INTERIOR RELEASE
PULL RII

]
SIGNATURE PROFILE
(EXAMPLE ONLY)

DATE:
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Notes:

2022 Sunoptics, Inc. The

information contained in these materials
is proprietary, and may not be used,
reproduced or distributed without the
express written permission of AES
Sunoptics, Inc.

Item Nomenclature:

SSVT-4080-
C2W2-30-360-UL

Title:

4080 MODEL 870B SMOKE VENT
360 DEGREE FUSIBLE LINK






