
SUNOPTICS®

Skylights and Daylighting Systems

Sheet Size:

Notes:

-Customer Cut Sheet-

Sheet:
Scale: 

Drawn By:

Drawn Date:

Title:

A

Agent:

Customer Name:

Item Nomenclature:

Cut Sheet Number:

SMOKE VENT QTY:

LENS TYPE:

APPROVALS:

FUSIBLE LINK DEGREE RATING:

SAFETY/SECURITY GUARD QTY:

CURB QTY:

BURGLAR BAR QTY:

1- BLADE CONTINUOUS VENTING
WITH 870B 10-LB LIFT SMOKE VENT

1/4:1 1/2

SIGNATURE PROFILE
(EXAMPLE ONLY)

SINGLE GLAZED LENS:
1:  WHITE PRISMATIC POLYCARBONATE

CONTINUOUS VENTING
1-BLADE

HINGE BLOCK

VENT FRAME

CURB
FRAME

MULLION

HINGE PLATE
FUSIBLE LINK

PIVOT POINT

PIVOT POINT

1-1/4" INTERIOR
RELEASE
PULL RING, TYP.

BEAD & SMOKE VENT FRAME CONSTRUCTION:
6000 SERIES EXTRUDED ALUMINUM
MILL FINISH

CAULKED SEALANT
(ALL AROUND AND BETWEEN

EACH CONTACT SURFACE)

INSTALLATION SCREWS:
#12 X 1.5" HWH SS
W/ NEO WASHER
(INCLUDED A/R)

INSTALLATION SCREWS:
AVAILABLE SEPARATELY

FALL PROTECTION
(SUPPLIED BY OTHERS)

NOTE:
INSTALLING CONTRACTOR TO INSURE (E) CURB(S) ARE OF
PROPER DIMENSIONS AND OF SOUND CONSTRUCTION PRIOR
TO SMOKE VENT INSTALLATION.

SMOKE VENT NET FRAME I.D.: _______" X _______"

CURB NOT PROVIDED BY SUNOPTICS

52-1/4 100-1/4

192

SIGNATURE

UL

370

0

0

0

AES Sunoptics

LOGISTICS LIGHTING

SVT2CV 4080 SGZ CC1P125
WH 370FL 10LB 870B 1BL UL

4080 SIGNATURE

SEW
01/03/23

22-5264

Please review and then sign and date this page indicating your approval that the details are accurate and you would like to proceed with this 
order. Once received, the product(s) will be scheduled for production.  All orders are non-cancelable, non-refundable and non-returnable.

APPROVED BY:_______________________________ DATE:__________

rcarpenter
Rectangle

rcarpenter
Line

rcarpenter
Typewritten Text
PLEASE CONFIRM FL TEMP IS COMPLIANT WITH 
BUILDING CODE/FIRE MARSHALL REQUIREMENTS
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3" EXT.
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STABILUS STAB-O-SHOCK
SMOKE VENT DAMPER1/2" SPRING STEEL

TORSION BAR
ZINC PLATED

CURB FRAME
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